HOW TO ORDER SYNTHETIC SLINGS:
1. Select type of webbing:
a. 9 — Heavy Duty 900 b. 6 — Medium Duty 600
2. State sling width:
a. 1,25 3 &6,
3. Select sling type:
a. EE - Eye & Eye (Type 3 or4)
b. EN — Endless (Type 5)
c. RE — Reversed Eye (Type 6)
d. TC — Triangle / Choker (Type 1)
e. TT — Triangle [ Triangle (Type 2)
4. State number of ply's (thickness):
a. 1 ply, 2 ply, 3 ply, 4 ply
5. Indicate sling length:
a. In feet (6 feet, 8 feet, 10 feet, etc)
2EE1 X 10 = 2" x 10° heavy duty eye & eye single ply nylon sling
2 Pl
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EYE & EYE SLINGS

TYPE 3 FLAT EYE *Standard Construction

MEDIUM DUTY (600 WEBBING)

RATED CAPACITY IN POUNDS
VERTICAL CHOKER BASKET INSIDE
WIDTH | IDCcoDE | PLY EYE SIZE WEIGHT IN LBS.
LAYING Fhase  addft
FLAT
il B1EE1 1 1200 900 2400 g* 40 .043
1l B1EE2 | 2 2400 1900 4800 9 .50 .086
il 61EE3 3 3600 2900 7200 9" .68 129
1 G61EE4 | 4 4800 3800 9600 9 .86 A72
13" § 6175EE1 1 2100 1600 4200 gt .53 .063
13" § B175EE2 | 2 4200 3200 8400 9" 75 128
2% 62EE1 1 2400 1900 4800 9" .68 .084
2 62EE2 | 2 4800 3800 9600 g .95 168
2" 62EE3 3 7000 5600 14000 12" 1.45 .252
2" 62EE4 | 4 8900 7100 17800 12" 1.90 .336
3" 63EE1 1 3600 2900 7200 12" 114 140
3" B63EE2 | 2 6500 5200 13000 12" 1.63 .280
3" 63EE3 | 3 10000 8000 20000 15" 243 420
3" B63EE4 | 4 13300 10700 26600 15" 3.23 .560
4" | 64EE1 | 1 4800 3800 9600 128 1.40 72
4" | B4EE2 | 2 8600 6900 17200 123 1.99 344
4" | 64EE3 | 3 13000 10400 26000 15" 3.05 518
4" | B4EE4 | 4 17000 13800 34000 15" 410 688
6" 66EE1 1 7200 5800 14400 2 213 255
6" 66EE2 § 2 12200 9800 24400 15" 2.90 510
6" 66EE3 3 18400 14700 36800 187 4.33 .765
6" 66EE4 | 4 24000 19200 48000 18" 5.77 1.020
A Observe rated capacity. NOTE: Standard eye construction is Type 3 flat eyes NOTE: Angles of less than 30° will not be used
When requiring twisted eyes, must specify Type 4 REFER TO ANGLE EFFICIENCY CHART

Tapered eyes on all sling widths 3" and larger

WARNING!
Work load limits will be reduced when less than 90° from horizontal
{See Efficency hart) Angles of less than 30° are not to be used. Inspect before \I }- I ) I l j |\ I }- \l }-
use. Additional requirements and safe operating practices are outlined in

current OSHA, Federal Register Part 29, 1910.184 and ASME B30.9 ¢-2000. 1 - 1 - -
Death or Injury can occur from improper use or maintenance!
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